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IF S e rie s
• Single bod , multi colour

• Ø22 mm Connection

• Flashing and normal LED mode available in same module.

• 90 dB Buzzer

IF Se rie s Mu lti Co lo u r Be a co n s w ith Ø 22 m m co n n e c tio n , IP65

S ig n a lin g D e v ic e s

Co d e Illu m in a tio n Fe a tu re s No m in a l Vo lta g e Bo x /P c s

IF5M 012ZM 05 LED W ith Buzzer 12V AC/DC 1
IF5M 012XM 05 LED - 12V AC/DC 1
IF5M 024ZM 05 LED W ith Buzzer 24V AC/DC 1
IF5M 220ZM 05 LED W ith Buzzer 220V AC 1
IF5M 024XM 05 LED - 24V AC/DC 1
IF5M 220XM 05 LED - 220V AC 1
IF5*024X05 LED Single Colour 24V AC/DC 1
IF5*024Z05 LED Single Colour with Buzzer 24V AC/DC 1
IF5*024XR05 LED Single Colour, Rotational 24V AC/DC 1
IF5*024ZR05 LED Single Colour, Rotational, W ith Buzzer 24V AC/DC 1
IF5P024XM 05 LED PLC Horm onized 24V DC 1
IF5P024ZM 05 LED PLC Horm onized + Buzzer 24V DC 1
IF6P024ZM 05 LED Self-Adjusting Sound Level 24V DC 1
IFAB01 Stand M ounting Adaptor 1
IFAB03 Pipe Adaptation Part, Black 1
IKAD03 Adjustable, wall support, with pipe 1
IKAM 06 20 m m alum inium with base (usable with IFAB01) 1

Note: For base options, please choose m etal bases from page 59. Should be used with IFAB01
*Single Colour

R: Red, G: Green, Y: Yellow, B: Blue, W : W hite

IFAB01IF6R024ZM 05

IKAM 06IFAB03

NEW
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S ig n a lin g D e v ic e s

IF Se rie s Mu lti Co lo u r Be a co n s w ith Ø 22 m m Co n n e ctio n , IP65

Hormonized

Hormonized Rotational
and single
colour


